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TYPE 'A' FENCE

1 Razor wire concertina, dia 450mm according to specifications 2500 M

  

2
1250 M

3

2500 M

4

2500 M

5 2500 M

6 3mm dia, galvanised wire (355gr/m2) 30000 M

TYPE 'B' FENCE

1

1400 M

     

2
37800 M

3

1400 M

4

1000 M

5 3mm dia, galvanised wire (355gr/m2) 7000 M

ALL MATERIALS SHOULD BE OF THE BEST QUALITY AND

SHOULD BE ACCORDING TO BRITISH STANDARDS. Please

specify the British or equivalent standard that these conform.

ALL MATERIALS SHOULD BE GALVANIZED. Please specify

the galvanize thickness.

Double Razor wire concertina, external dia 950mm, internal dia

450mm according to specifications

Welded razor mesh (size of diamond aperture, center/center

150mm/300mm), (panel height 1800mm) according to

specifications

Alternatevely Welded razor mesh (size of diamond aperture,

center/center 150mm/300mm), (panel height 2400mm)

according to specifications

Flatwrap razor wire, dia 500mm according to specifications

Double Razor wire concertina, external dia 950mm, internal dia

450mm according to specifications

Galvanized barbed wire 3mm dia (please give prices for different

options)

Welded razor mesh (size of diamond aperture, center/center

150mm/300mm), (total height 3400mm) according to

specifications (please give suggestions to complete this height)

Galvanized chain link fence (366gr/m2), wire dia 3mm, openings

50x50mm, total height 3000mm



€
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€ cent

TYPE 'A' FENCE

1

1000 pcs

2

200 pcs

TYPE 'B' FENCE

1

400 pcs

2

800 pcs

P. ASSIAS IDEAL CONSTRUCTIONS LTD

4" dia galvanized pipe, 4.50mm thick (500gr/m2), with cup on the

top made of 2mm plate.

Angle iron 50x50x5mm with 150x350x10mm flange. 10 holes for

barbed wires. Length 1300mm and shape as 'TYPE B FENCE -

SECTION'.

VERTICAL POSTS including all holes. Angle iron 50x50x5mm

with 150x350x10mm flange. 12 holes for securing wires and 4

holes at flange for bolts. Length 2850mm and shape as

'SECTION A-A'.

ALL MATERIALS SHOULD BE OF THE BEST QUALITY AND

SHOULD BE ACCORDING TO BRITISH STANDARDS. Please

specify the British or equivalent standard that these conform.

ALL MATERIALS BELOW SHOULD BE GALVANIZED

550gr/m2 after fixing the plates and drilling the holes.

VERTICAL POSTS including all holes. Angle iron 50x50x5mm

with 150x350x10mm flange. 8 holes for securing wires and 4

holes at flange for bolts. Length 2600mm and shape as 'TYPE A

FENCE - VIEW'.



€


